
RJ 45
8
7

 GND 6
TxD 5
RxD 4
GND 3

2
1

Telem GW
RS 232

 
 

RJ4/4

4 RxD
3 TxD
2 GND
1 

Telem RTU-T
RS 232

Don’t Con

RJ 12
6 Tx-
5 Tx+
4 Rx-
3 Rx+
2 GND
1 Time Sync

Telem RTU-T
RS 422

RJ 45
8

Rx- 7
 Rx+ 6

Tx- 5
Tx+ 4

GND 3
PPS 2

1

Telem GW6
RS 422

 
 

RJ 4/4
RxD 4
TxD 3

GND 2
CTS 1

Telem GW
RS 232 (C1)

 
 

RJ 45
8 
7 PPS
6 GND
5 RxD 
4 TxD
3 +9...30V
2 Tx-
1 Tx+

Telem-GPSTime

Don’t Con.

Telem GW <-> Telem RTU-T (RS232)

Telem GW <-> Telem 4xFO (RS232)

Telem GW6 <-> Telem RTU-T (RS422)

Telem GW6(C1) <->Telem GPSTime (model with one optics)

RJ4/4
4 RxD
3 TxD
2 GND
1 

Telem RTU-T
RS 232

Don’t Con.

Telem GW6(C1) <-> Telem RTU-T (RS232)

RJ 4/4
RxD 4
TxD 3

GND 2
CTS 1

Telem GW6
RS 232 (C1)

 
 

8 -
7 - 6
6 - 5
5 - 4
4 - 3
3 - 2
2 - 1
1 - 

8 -
7 -
6 -
5 - 4
4 - 3
3 - 2
2 -
1 - 

4 - 3
3 - 4
2 - 4
1 - 

4 - 4
3 - 
2 - 6
1 - 7 

RJ 12
6
5 GND
4 TxD
3 RxD
2 GND
1

Telem 4xFO
RS 232                            
                                                      

RJ 45
8
7

 GND 6
TxD 5
RxD 4
GND 3

2
1

Telem GW
RS 232

 
 

8 -
7 -
6 -
5 - 4
4 - 3
3 - 2
2 -
1 - 

RJ 45
8
7

 GND 6
TxD 5
RxD 4
GND 3

2
1

Telem GW
RS 232

 
 

RJ 45
1 
2 
3 GND
4 RxD
5 TxD
6 GND
7 
8 

Telem GW
RS 232

Telem GW <-> Telem GW (RS232)

8 -
7 - 2
6 - 3
5 - 4
4 - 5
3 - 6
2 - 7
1 - 

Telem GW6(C1) <->Telem GPSTime (model with two optics)

RJ 4/4
RxD 4
TxD 3

GND 2
CTS 1

Telem GW6
RS 232 (C1)

 
 

4 - 3
3 - 
2 - 5
1 - 6

RJ 45
8  
7 PPS
6 GND
5 RxD
4 TxD
3 +9...30V
2 Tx-
1 Tx+

Telem-GPSTime

Telem RTA-A <->Telem GPSTime (model with two optics)

8 - 3
6 - 5

RJ 12
  
6 PPS
5 GND
4 Tx in (RS232)
3 Rx out (RS232)
2 Tx- (RS422)
1 Tx+ (RS422)

Telem-GPSTime

RJ 45
Rx (GPS) 8

7
 GND 6

TxD 5
RxD 4
GND 3

2
1

Telem RTA
RS 232 (C1)

 
 Telem RTA-A <->Telem GPSTime (model with one optics)

8 - 4
6 - 6

RJ 45
Rx (GPS) 8

7
 GND 6

TxD 5
RxD 4
GND 3

2
1

Telem RTA
RS 232 (C1)

 
 

RJ 12
  
6 PPS
5 GND
4 Tx in (RS232) 
3 Rx out (RS232)
2 Tx- (RS422)
1 Tx+ (RS422)

Telem-GPSTime

Don’t Con.

RJ 45
8  
7 PPS
6 GND
5 RxD
4 TxD
3 +9...30V
2 Tx-
1 Tx+

Telem-GPSTime

Telem GWM(C1) <->Telem GPSTime (model with two optics)

2 - 6
3 - 5
4 - 3

RJ 12
  
6 PPS
5 GND
4 Tx in (RS232)
3 Rx out (RS232)
2 Tx- (RS422)
1 Tx+ (RS422)

Telem-GPSTime

RJ 45
 8
7

 GND 6
 5

RxD 4
GND 3
PPS 2

1

Telem GWM
RS 232 (C1)

 
 Telem GWM(C1) <->Telem GPSTime (model with one optics)

8 - 7
6 - 6
4 - 4 

RJ 45
PPS 8

7
 GND 6

 5
RxD 4
GND 3

2
1

Telem GWM
RS 232 (C1)

 
 

Telem communication cables

Telem GW <-> Telem FO11 (RS232)

RJ 12
6
5 GND
4 TxD
3 RxD
2 GND
1

Telem 4xFO
RS 232                            
                                                      

RJ 45
8
7

 GND 6
TxD 5
RxD 4
GND 3

2
1

Telem GW
RS 232

 
 

8 -
7 -
6 -
5 - 4
4 - 3
3 - 2
2 -
1 - 

RJ 45
8
7

 GND 6
TxD 5
RxD 4
GND 3

2
1

Telem GW
RS 232

 
 

RJ4/4

4 RxD
3 TxD
2 GND
1 

Telem RTU-T
RS 232

Don’t Con

Telem GW <-> Telem AP (RS232)

8 -
7 -
6 -
5 - 4
4 - 3
3 - 2
2 -
1 - 

RJ 12
6 Tx-
5 Tx+
4 Rx-
3 Rx+
2 GND
1 Time Sync

Telem RTU-T
RS 422

RJ 45
8

Rx- 7
 Rx+ 6

Tx- 5
Tx+ 4

GND 3
PPS 2

1

Telem GW6
RS 422

 
 

Telem GW6 <-> Telem AP (RS422)

8 -
7 - 6
6 - 5
5 - 4
4 - 3
3 - 2
2 - 1
1 - 

RJ 12
 
6 
5 GND
4 Tx
3 Rx
2 
1 Supply

Telem FO11
TTL

VAMP remote TTL <->Telem FO11 TTL

9 - 1
7 - 5
3 - 3
2 - 4

DB 9 male
+12V 9 

8
 GND 7

  6
 5
 4

 Tx 3
Rx 2

1

VAMP 
remote TTL
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